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M. Tzobanakis sculpture at the main show room in Heraklion Crete



6

Stonetech, founded in 1975 in Heraklion Greece, is a vertically 
integrated company specialized in natural stones and engineered 
surfaces trading and processing.

With two factories, three showrooms and exclusive quarries in 
Greece, Stonetech is an established company in the national and 
international market with a strong wholesale and export activity. 

Stonetech is a key player in innovative surfaces, having the 
exclusive representation of Neolith & Quarella in Greece. 

With a dedicated team, our company undertakes projects 
worldwide, processing and supplying with our natural stones & 
marbles demanding architectural projects, such as Luxury Hotels, 
Commercial buildings, private residences and other spaces. 

THE COMPANY
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HISTORY & MILESTONES

1975 1981 2006 2013

Company is founded by 
Manolis Gonianakis in 
Heraklion, Crete.

The first production unit 
opens in Heraklion.

Company’s name changes to 
Stonetech and is relocated 
to a newly acquired 
establishment with cutting 
edge technologies, covering 
an area of 3.500sq.m.

New branch opens in Athens 
and the factory in Schimatari, 
Thiva. Export and wholesale 
activity starts.

2014 2014 2016 2021

Stonetech becomes the 
exclusive distributor of 
Neolith & Quarella in Greece.

The company obtains the 
exclusivity of Silver Cloud 
marble through its first quarry 
in Volos.

Stonetech Pools is founded, 
specialized in pools products 
with natural stones.

Stonetech introduces the new 
Showroom in Oinoi. At 
the covered area of 3,000m2, the 
slabs of our marble quarries, and other 
unique materials from around the 
world are displayed.
The company adds one more quarry 
to the its portfolio, the world-famous 
Aliveri Grey marble.
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SERVICES

RESEARCH 

Our experienced professionals 
are constantly in contact with 
the best quarries in Greece and 
overseas to find out the best 
quality for the customers’ needs.

CONSULTANCY

Our specialized staff can answer 
your questions about the special 
characteristics of the stone you 
are interested in, while advice you 
how you can add value to your 
projects with our products.

SUPPORT

Our logistics department will 
support you until your order will 
be delivered in time.

CUSTOMIZATION

Our production department 
can support any bespoke order, 
deliver special cuts and orders.
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FACILITIES

2 RODUCTION 
UNITS

1 OFFICE IN 
ATHENS

3 YARDS 1 OPEN AIR 
STORAGE

2 COVERED 
STORAGES

2 SHOWROOMS

1 Β2Β ESHOP2 RETAIL SHOPS

5 QUARRIES
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Heraklion Showroom 1.500m2 
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Heraklion Stockyard



12

Thiva Factory 
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BLOCKS AND SLABS PROCESSING

SINGLE SAW

Blocks Cutting 
Machine

MULTI BLADE 
GANG SAW

Blocks to Slabs 
Cutting Machine

RESIN LINE

Slab’s reinforcement 
with resin

SLAB POLISHING 
MACHINE

Slab’s surface 
finishing

360° PRODUCTION & PROCESS SERVICES
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EXPORT ACTIVITY

More than 40 loyal clients around the world.

13 committed partners around the world.
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SILVER CLOUD

EXCLUSIVE ACCESS

Silver Cloud is a unique marble quarried in Volos, Greece.

Standing in the perfect balance between the warm and cold 
colors, this surface gives a sense of luxury and timeless design. 

Silver Cloud has excellent frost resistance making it highly 
appealing for projects in North Europe and Russia. Due to its 
water absorption resistance, it is used in pool tiles & copings. 

Its light grey color with white veins make it suitable for wall 
cladding, book match applications, and flooring. Silver Cloud 
has been widely used for decorative items and furniture. 

It has been placed in numerous projects in Europe, Russia, 
Indonesia, South America, the USA, and many more. 

Stonetech supports all requests of Silver Cloud in blocks, slabs, 
cut to size projects, and special requests. 

The quarry’s production capability is about 15.000 tons per year 
and is expected to increase to 30.000 tons within the next three 
years, following our investments.

Silver Cloud Marble Quarry
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SILVER CLOUD

Finishes

Physical – Mechanical Properties

Chemical Analysis (% in dry substance)

Colors & Visual Description

Silver & Grey Shades are dominant 
with light grey veins and spots

Polished

Bush-hammered

Sandblasted

Honed

Bush-hammered & brushed

Apparent density 2734 kg/m3

Water Absorption 0.11 % wt

Compressive Strength 110 Mpa

Flexural Strength 24 Mpa

Abrasion Resistance 8.48 mm

0,05

*Indicative data and details given for guidance purpose only.

0,40 0,14 55 0,45 0,02 0,04 0,03

Na2OK2OMnOMgOCaOFe2O3AI2O3SIO2

42,76

LOI

Sandblasted & Brushed

Brushed

Mineralogical Details

TYPE: MARBLE
CALCITE: 98%

CENTRAL GREECE

Suitable for Applications

INTERIOR EXTERIOR

Available in

BLOCKS SLABS CUT TO SIZE

CLADDING FLOORING KITCHEN BATHROOM STAIRS POOLS
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SILVER CLOUD

EXCLUSIVE ACCESS

SILVER CLOUD VEIN CUT



19

SILVER CLOUD CROSS CUT

SILVER CLOUD

EXCLUSIVE ACCESS
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SILVER CLOUD

EXCLUSIVE ACCESS

SILVER CLOUD ORO VEIN CUT
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SILVER CLOUD SKYLINE VEIN CUT

SILVER CLOUD

EXCLUSIVE ACCESS
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ALIVERI GREY

EXCLUSIVE ACCESS

Aliveri Grey is a world-famous quarry and, its marble has 
been placed in many projects nationwide and abroad.

It is a chic and warm, dark grey marble ideal for modern 
spaces. Its silver shades and white veins add light and 
natural shine where it is applied.

Aliveri Grey is a durable and multipurpose marble with 
excellent mechanical and chemical properties, suitable 
for indoor and outdoor applications, such as flooring and 
cladding, decorative applications, and pool tiles. 

Stonetech supplies Aliveri Grey marble in blocks, slabs, and 
cut to size and in all types of finishes.

The current production capacity is at 10.000 tons per year, 
yet it is estimated to be doubled within a year, following our 
investments.

Aliveri Grey Marble Quarry
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ALIVERI GREY

Colors & Visual Description Finishes

Physical – Mechanical Properties

Chemical Analysis (% in dry substance)

Dark grey background with white 
veins and spots. 

Polished

Bush-hammered

Sandblasted

Honed

Bush-hammered & brushed

Apparent density 2714 kg/m3

Water Absorption 0.12 % wt

Compressive Strength 99 Mpa

Flexural Strength 19 Mpa

Abrasion Resistance 7.54 mm

 0,13

*Indicative data and details given for guidance purpose only.

0,60 0,28 54,30 0,90 0,02 0,12 0,03

Na2OK2OMnOMgOCaOFe2O3AI2O3SIO2

43

LOI

Sandblasted & Brushed

Brushed
Mineralogical Details

TYPE: MARBLE
CALCITE: 93% 
DOLOMITE: 4%
QUARTZ: 2% 
CHLORITE: 1%

CENTRAL GREECE

Available in

Suitable for Applications

BLOCKS

INTERIOR EXTERIOR

SLABS CUT TO SIZE

CLADDING FLOORING KITCHEN BATHROOM STAIRS POOLS
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ALIVERI GREY

EXCLUSIVE ACCESS

ALIVERI GREY DARK
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ALIVERI GREY MEDIUM

ALIVERI GREY

EXCLUSIVE ACCESS
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ALIVERI GREY

EXCLUSIVE ACCESS

ALIVERI GREY DARK
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ALIVERI GREY LIGHT

ALIVERI GREY

EXCLUSIVE ACCESS
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LYDIA WHITE

EXCLUSIVE ACCESS

Lydia marble is one of the most popular Greek 
white marble with high quality characteristics 
and properties. Its white background creates the 
perfect canvas for the cloudy grey and light brown 
veins. 

Lydia, is ideal for cladding, bathroom and 
decorative items. Its rich veins make it an ideal 
surface for book-match applications.  

With fine grain structure, texture and low hardness, 
Lydia marble can be easily carved into a wide range 
of interior marble decorative items. It is loved by 
designers and architects and is widely used in 
hotels and villas.

Lydia marble is loved by designers and architects, 
especially widely used in hotels, villas and leisure 
places for its price advance over the other white 
marbles.

Lydia White Marble Quarry
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LYDIA WHITE

Finishes

Physical – Mechanical Properties

Chemical Analysis (% in dry substance)

Colors & Visual Description

Warm white background color with 
beige & light grey shades and veins.  

Polished Honed

Apparent density 2910 kg/m3

Water Absorption 0.17 % wt

Compressive Strength 125 Mpa

Flexural Strength 16 Mpa

Abrasion Resistance 3.51 mm

0,50

*Indicative data and details given for guidance purpose only.

0,12 0,07 34 18 0,01 0,01 0,03

Na2OK2OMnOMgOCaOFe2O3AI2O3SIO2

45,8

LOI

Mineralogical Details

TYPE: MARBLE
DOLOMITE: 98%
CALCITE: 3%

NORTHERN GREECE

Suitable for Applications

INTERIOR

Available in

BLOCKS SLABS CUT TO SIZE

CLADDING FLOORING BATHROOM
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LYDIA WHITE

EXCLUSIVE ACCESS

LYDIA DARK
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LYDIA WHITE

LYDIA WHITE

EXCLUSIVE ACCESS
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IMPERIAL

EXCLUSIVE ACCESS

Imperial Beige Marble Quarry

Originating from the region of Epidaurus Imperial 
Beige & Brown marble has been used in the 
restauration of parts of the Ancient Theater of 
Epidaurus, in Greece. 

It is recommended for exterior applications as it 
has high resistance to extreme conditions, making 
it ideal for outdoor flooring and cladding.

Imperial Beige has a soft beige background color 
with scarce red-brown shades and spots. Imperial 
Brown has a dark beige background color with soft 
brown spots.

Imperial Beige production capacity is at 10.000 
tons per year, whereas Imperial Dark has a lower 
production capacity. Both types are expected to 
double the production in the 3 following years, after 
our quarrying investments.
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IMPERIAL BEIGE & BROWN

Colors & Visual Description Finishes

Physical – Mechanical Properties

Chemical Analysis (% in dry substance)

Imperial Beige has a soft beige and light 
background with soft brown shades and 
spots.
Imperial Brown has light brown 
background color with darker brown veins 
and grey shades. 

Polished

Bush-hammered

Sandblasted

Honed

Bush-hammered & brushed

Apparent density 2754 kg/m3

Water Absorption 0.11 % wt

Compressive Strength 157 Mpa

Flexural Strength 17 Mpa

Abrasion Resistance 6.12 mm

0,05

*Indicative data and details given for guidance purpose only.

0,40 0,14 55 0,45 0,02 0,04 0,03

Na2OK2OMnOMgOCaOFe2O3AI2O3SIO2

42,76

LOI

Sandblasted & Brushed

Brushed

Mineralogical Details

TYPE: MARBLE
CALCITE: 96%
DOLOMITE: 1%

SOUTHERN GREECE

Available in

Suitable for Applications

BLOCKS

INTERIOR EXTERIOR

SLABS CUT TO SIZE

CLADDING FLOORING KITCHEN BATHROOM STAIRS
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IMPERIAL BEIGE

IMPERIAL

EXCLUSIVE ACCESS
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IMPERIAL BROWN

IMPERIAL

EXCLUSIVE ACCESS
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DIDIMON

EXCLUSIVE ACCESS

Didimon Dark and Didimon Light are quarried in the area of 
Northern Peloponnesus.  

As a calcite marble it has high quality characteristics and 
properties, but what is unique about this marble is its high 
durability. As a hard marble it is ideal for interior and exterior 
flooring and cladding applications. 
Didimon Light is a light beige brown color marble with white and 
brown veins, forming small cloudy shapes. It gives a sense of 
calm in the spaces applied.

Didimon Dark is a brown grey, hazelnut color marble with 
soft veins and scarce white shades. When used in flooring 
applications Didimon Dark has a timeless classical outcome, 
especially in 0o and 90o tiles applications. When the veins are 
used in a continuous application the marble gives a modern look 
and feel.

The quarry’s production capacity is at 10.000 per year, with an 
estimate to double in the next 5 years, following our investments.

THE MOST DURABLE GREEK MARBLE.

Didimon Marble Quarry
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DIDIMON DARK & LIGHT

Colors & Visual Description Finishes

Physical – Mechanical Properties

Chemical Analysis (% in dry substance)

Didimon Light has soft beige  
background with light beige & light grey 
veins. 
Didimon Dark has chestnut background 
color with grey and white veins.

Polished

Bush-hammered

Sandblasted

Honed

Bush-hammered & brushed

Apparent density 2720 kg/m3

Water Absorption 0.27 % wt

Compressive Strength 110 Mpa

Flexural Strength 12 Mpa

Abrasion Resistance 2.8 mm

1,72

*Indicative data and details given for guidance purpose only.

0,38 0,43 53 0,83 0,83 0,04 0,03

Na2OK2OMnOMgOCaOFe2O3AI2O3SIO2

42,5

LOI

Sandblasted & Brushed

Brushed

Mineralogical Details

TYPE: MARBLE
DOLOMITE 91%
CALCITE 9%

CENTRAL GREECE

Available in

Suitable for Applications

BLOCKS

INTERIOR EXTERIOR

SLABS CUT TO SIZE

CLADDING FLOORING KITCHEN BATHROOM STAIRS
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DIDIMON VENATO LIGHT

DIDIMON

EXCLUSIVE ACCESS
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DIDIMON VENATTO DARK

DIDIMON

EXCLUSIVE ACCESS
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BIANCO VENATINO

COOPERATIVE ACCESS

BIANCO VENATINO
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BIANCO VENATINO

Colors & Visual Description Finishes

Physical – Mechanical Properties

Chemical Analysis (% in dry substance)

White  background with light grey 
and light brown veins.  

Polished Honed

Apparent density 2835 kg/m3

Water Absorption 0.22 % wt

Compressive Strength 108.90 Mpa

Flexural Strength 108.90 Mpa

Abrasion Resistance 2 mm

0,20

*Indicative data and details given for guidance purpose only.

0,05 0,05 33 19 0,01 0,01 0,01

Na2OK2OMnOMgOCaOFe2O3AI2O3SIO2

46,80

LOI

Mineralogical Details

TYPE: MARBLE
DOLOMITE: 92%
CALCITE: 8%

NORTHERN GREECE

Available in

Suitable for Applications

BLOCKS

INTERIOR

SLABS CUT TO SIZE

CLADDING FLOORING BATHROOM
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IKARUS

COOPERATIVE ACCESS

IKARUS
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IKARUS

Colors & Visual Description Finishes

Physical – Mechanical Properties

Chemical Analysis (% in dry substance)

White background with opaque or 
lighter grey veins. 

Polished Honed

Apparent density 2830 kg/m3

Water Absorption 0.20 % wt

Compressive Strength 114 Mpa

Flexural Strength 11 Mpa

Abrasion Resistance 3.45 mm

0,1 0,1

*Indicative data and details given for guidance purpose only.

32,56 19.01 0,01 0,66 0,28

Na2OK2OMnOMgOCaOFe2O3SIO2

Mineralogical Details

TYPE: MARBLE
CALCITE: 93%
DOLOMITE 7%

NORTHERN GREECE

Available in

Suitable for Applications

BLOCKS

INTERIOR

SLABS CUT TO SIZE

CLADDING FLOORING BATHROOM
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VOLAKAS

COOPERATIVE ACCESS

VOLAKAS
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VOLAKAS

Colors & Visual Description Finishes

Physical – Mechanical Properties

Chemical Analysis (% in dry substance)

White  background with light, 
medium and heavy diagonal or 
flower veins.  

Polished Honed

Apparent density 2825 kg/m3

Water Absorption 0.19 % wt

Compressive Strength 108.80 Mpa

Flexural Strength 9.90 Mpa

Abrasion Resistance 2.20 mm

0,20

*Indicative data and details given for guidance purpose only.

0,05 0,05 32 19,6 0,01 0,01 0,03

Na2OK2OMnOMgOCaOFe2O3AI2O3SIO2

46,9

LOI

Mineralogical Details

TYPE: MARBLE
DOLOMITE: 92%
CALCITE: 8%

NORTHERN GREECE

Available in

Suitable for Applications

BLOCKS

INTERIOR

SLABS CUT TO SIZE

CLADDING FLOORING BATHROOM
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THASSOS WHITE

COOPERATIVE ACCESS

THASSOS WHITE
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THASSOS WHITE

Colors & Visual Description Finishes

Physical – Mechanical Properties

Chemical Analysis (% in dry substance)

White color background. Thassos 
white marble is considered to be 
the purest white marble in the world 
with heat absorption properties.

Polished Honed

Apparent density 2850 kg/m3

Water Absorption 0.15 % wt

Compressive Strength 113 Mpa

Flexural Strength 16 Mpa

Abrasion Resistance 3.29 mm

0,1

*Indicative data and details given for guidance purpose only.

0,05 0,05 30 21,2 0,01 0,01 0,01

Na2OK2OMnOMgOCaOFe2O3AI2O3SIO2

46,9

LOI

Mineralogical Details

TYPE: MARBLE
DOLOMITE: 95%  
CALCITE: 4%

THASSOS ISLAND GREECE

Available in

Suitable for Applications

INTERIOR

SLABS CUT TO SIZE

CLADDING FLOORING BATHROOM
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DIONISSOS

COOPERATIVE ACCESS

DIONISSOS
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DIONISSOS

Colors & Visual Description Finishes

Physical – Mechanical Properties

Chemical Analysis (% in dry substance)

White  background with light green 
and light grey veins.

Polished Honed

Apparent density 2717 kg/m3

Water Absorption 0.11 % wt

Compressive Strength 113.2 Mpa

Flexural Strength 19.9 Mpa

Abrasion Resistance 2 mm

1,10

*Indicative data and details given for guidance purpose only.

0,20 0,14 54.8 1,55 0,02 0,09 0,04

Na2OK2OMnOMgOCaOFe2O3AI2O3SIO2

43,05

LOI

Mineralogical Details

TYPE: MARBLE
CALCITE: 98%

CENTRAL GREECE

Available in

Suitable for Applications

INTERIOR EXTERIOR

SLABS CUT TO SIZE

CLADDING FLOORING KITCHEN BATHROOM STAIRS
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POLARIS

COOPERATIVE ACCESS

POLARIS
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POLARIS

Colors & Visual Description Finishes

Physical – Mechanical Properties

Chemical Analysis (% in dry substance)

Warm background with grey 
diagonal or straight veins.  

Polished Honed

Apparent density 2852 kg/m3

Water Absorption 0.17 % wt

Compressive Strength 151 Mpa

Flexural Strength 8.7 Mpa

Abrasion Resistance 2.87 mm

0,30

*Indicative data and details given for guidance purpose only.

0,10 0,05 31 20.5 0,01 0,02 0,02

Na2OK2OMnOMgOCaOFe2O3AI2O3SIO2

46,5

LOI

Mineralogical Details

TYPE: MARBLE
DOLOMITE: 90%
CALCITE: 8%
ARRAY QUARTZ: 2%

NORTHERN MACEDONIA

Available in

Suitable for Applications

INTERIOR

SLABS CUT TO SIZE

CLADDING FLOORING BATHROOM
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SILVER GREY

COOPERATIVE ACCESS

SILVER GREY
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SILVER GREY

Colors & Visual Description Finishes

Physical – Mechanical Properties

Chemical Analysis (% in dry substance)

Grey background with light white 
veins and spots.  

Polished

Bush-hammered

Sandblasted

Honed

Bush-hammered & brushed

Apparent density 2693 kg/m3

Water Absorption 0.08 % wt

Compressive Strength 69 Mpa

Flexural Strength 14 Mpa

Abrasion Resistance 5.71 mm

2

*Indicative data and details given for guidance purpose only.

0,21 0,15 53,55 0,66 0,02 0,03 0,02

Na2OK2OMnOMgOCaOFe2O3AI2O3SIO2

43,30

LOI

Sandblasted & Brushed

Brushed

Mineralogical Details

TYPE: MARBLE
CALCITE: 96%
DOLOMITE: 4%

CENTRAL GREECE

Available in

Suitable for Applications

BLOCKS

INTERIOR EXTERIOR

SLABS CUT TO SIZE

CLADDING FLOORING KITCHEN BATHROOM STAIRS POOLS
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DAMASTA

COOPERATIVE ACCESS

DAMASTA
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DAMASTA

Colors & Visual Description Finishes

Physical – Mechanical Properties

Chemical Analysis (% in dry substance)

Black background with light white 
veins and spots.  

Polished

Bush-hammered

Sandblasted

Honed

Bush-hammered & brushed

Apparent density 2700 kg/m3

Water Absorption 0.23 % wt

Compressive Strength 184 Mpa

Flexural Strength 8.3 Mpa

Abrasion Resistance 6.58 mm

1,90

*Indicative data and details given for guidance purpose only.

0,28 0,24 34,40 17,5 0,04 0,03 0,03

Na2OK2OMnOMgOCaOFe2O3AI2O3SIO2

45,50

LOI

Sandblasted & Brushed

Brushed
Mineralogical Details

TYPE: MARBLE 
DOLOMITE: 61,50%
CALCITE: 38,50%  

SOUTHERN GREECE 

Available in

Suitable for Applications

BLOCKS

INTERIOR EXTERIOR

SLABS CUT TO SIZE

CLADDING FLOORING KITCHEN BATHROOM STAIRS
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LIVADIA

COOPERATIVE ACCESS

LIVADIA
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LIVADIA

Colors & Visual Description Finishes

Physical – Mechanical Properties

Chemical Analysis (% in dry substance)

Black background color with thin 
light spots.

Polished

Bush-hammered

Sandblasted

Honed

Bush-hammered & brushed

Apparent density 2717 kg/m3

Water Absorption 0.2-0.5 % wt

Compressive Strength 105 Mpa

Flexural Strength 14.5 Mpa

Abrasion Resistance 5.59 mm

1

*Indicative data and details given for guidance purpose only.

0,26 0,10 54,5 0,70 0,04 0,09

Na2OK2OMgOCaOFe2O3AI2O3SIO2

43,50

LOI

Sandblasted & Brushed

Brushed
Mineralogical Details

TYPE: MARBLE
CALCITE: 96%
DOLOMITE: 4%

CENTRAL GREECE

Available in

Suitable for Applications

BLOCKS

INTERIOR EXTERIOR

SLABS CUT TO SIZE

CLADDING FLOORING KITCHEN BATHROOM STAIRS
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VERIA GREEN

COOPERATIVE ACCESS

VERIA GREEN
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VERIA GREEN

Colors & Visual Description Finishes

Physical – Mechanical Properties

Chemical Analysis (% in dry substance)

Dark green background with white 
veins and spots.

Polished

Bush-hammered

Sandblasted

Honed

Bush-hammered & brushed

Apparent density 2701 kg/m3

Water Absorption 0.17 % wt

Compressive Strength 94.4 Mpa

Flexural Strength 19.9 Mpa

Abrasion Resistance 19 mm

0,06

*Indicative data and details given for guidance purpose only.

0,40 0,14 54.90 0,26 0,02 0,04 0,04

Na2OK2OMnOMgOCaOFe2O3AI2O3SIO2

43,20

LOI

Sandblasted & Brushed

Brushed

Mineralogical Details

TYPE: MARBLE
CALCITE: 53%  
SERPENTINE: 35%
CHROMITE: 2%
MAGNETITE: 10%

NORTHERN GREECE

Available in

Suitable for Applications

BLOCKS

INTERIOR EXTERIOR

SLABS CUT TO SIZE

CLADDING FLOORING KITCHEN BATHROOM STAIRS
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TINOS GREEN

COOPERATIVE ACCESS

TINOS GREEN
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TINOS GREEN

Colors & Visual Description Finishes

Physical – Mechanical Properties

Chemical Analysis (% in dry substance)

Green background color with white 
veins and light green and white 
shades.

Apparent density 2802 kg/m3

Water Absorption 0.41 % wt

Compressive Strength 111 Mpa

Flexural Strength 24 Mpa

Abrasion Resistance 2.50 mm

24

*Indicative data and details given for guidance purpose only.

0,06 5,6 23,5 0,45 0,11 0,04 0,04

Na2OK2OMnOMgOCaOFe2O3AI2O3SIO2

23,50

LOI

Mineralogical Details

TYPE: MARBLE
SERPENTINE: 55%
CALCITE: 35%
OTHERS: 10%

TINOS ISLAND GREECE

Available in

Suitable for Applications

INTERIOR EXTERIOR

SLABS CUT TO SIZE

CLADDING FLOORING KITCHEN BATHROOM STAIRS

Polished

Honed

Brushed
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VERDE OASIS

COOPERATIVE ACCESS

VERDE OASIS
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VERDE OASIS

Colors & Visual Description Finishes

Physical – Mechanical Properties

Chemical Analysis (% in dry substance)

Green background color with 
horizontal and diagonal brown, 
white and light grey veins.

Polished

Honed

Brushed

Apparent density 2945 kg/m3

Water Absorption 0.21 % wt

Compressive Strength 110.10 Mpa

Flexural Strength 30.82 Mpa

Abrasion Resistance 2.25 mm

43

*Indicative data and details given for guidance purpose only.

14,2 8,50 14,8 3,80 0,75 3,30

Na2OK2OMgOCaOFe2O3AI2O3SIO2

9,4

LOI

Mineralogical Details

TYPE: MARBLE
CALCITE: 61%
DOLOMITE: 35%
QUARTZ: 4%

TINOS ISLAND, GREECE

Available in

Suitable for Applications

INTERIOR EXTERIOR

SLABS CUT TO SIZE

CLADDING FLOORING KITCHEN BATHROOM STAIRS



info@stonetech.gr
www.stonetechb2b.com

Z-G Street Industrial Area of Heraklion
71601 Heraklion, Crete - Greece

(+30) 2810 380 054

(+30) 210 9945011

Iridanou 16-18 str.
11528, Athens - Greece

(+30) 22620 31500

Thesi Kontita Oinois
32009 Oinofita - Schimatari - Greece

(+30) 2262 072 189

69th km of the National Road Athens - Lamia
32200 Schimatari - Greece
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